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ABSTRACT: A meter-long, 23-liter EJ-309 liquid scintillator detector has been constructed to study
the light collection and pulse-shape discrimination performance of elongated scintillator cells for
the PROSPECT reactor antineutrino experiment. The magnitude and uniformity of light collection
and neutron/gamma discrimination power in the energy range of antineutrino inverse beta decay
products have been studied using gamma and spontaneous fission calibration sources deployed
along the cell long axis. We also study neutron-gamma discrimination and light collection abilities
for differing PMT and reflector configurations. Key design features for optimizing MeV-scale
response and background rejection capabilities are identified.
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1. Introduction

Since the first observation of the electron antineutrino by Reines and Cowan [1], liquid scintillator
detectors utilizing the Inverse Beta Decay (IBD) reaction of ν e+ p→ e++n have been the instru-
ment of choice for many reactor ν e experiments. The delayed coincidence signature of positron
annihilation followed by the subsequent neutron capture provides a distinct signature for the iden-
tification of ν e events and the rejection of accidental backgrounds.

Large-volume, homogeneous liquid scintillator detectors located underground at depths up to
2,700 meters water equivalent (mwe) have been used by the KamLAND, Daya Bay, RENO, and
Double Chooz experiments [2, 3, 4, 5] to make high-precision measurements of reactor antineutrino
oscillations and to measure the associated oscillation parameters. At distances ranging from one to
several hundred kilometers from nuclear power stations, these detectors require active target masses
ranging from tens of tons to kilotons and a deep underground location to suppress cosmogenic
backgrounds.

While these reactor ν e experiments have successfully measured neutrino oscillations, they
have also revealed anomalies with regard to the ν e flux and spectrum emitted by reactors. The
observed flux appears to be 6% low when compared to modern predictions of reactor antineutrino
production [6, 7] and the spectrum reveals deviations from the expected shape in the energy range
from 4-6 MeV [5, 8, 9]. These observations may point to an incomplete understanding of ν e pro-
duction in nuclear reactors, or to new physics such as meter-scale neutrino oscillation due to the
existence of eV-scale sterile neutrinos [10, 11, 12]. Therefore, new reactor neutrino experiments
at baselines of .10 m are being planned to search for indications of short-baseline reactor an-
tineutrino oscillations and make a precise measurement of reactor-produced νe flux and spectra.
Measurements made by these experiments can provide valuable new insights on the disagreements
between the predicted and recently measured reactor spectra. In particular, new high-precision
measurements of the 235U ν e spectra produced by research reactors with Highly Enriched Uranium
(HEU) cores would provide a complementary dataset compared to the existing measurements at
power reactors allowing for improved constraints on current and future reactor models [13, 14].

Such short-baseline measurements require ton-scale ν e detectors with good energy resolution
and sufficient position reconstruction to allow observation of sub-meter oscillation wavelengths.
In contrast to the long-baseline reactor experiments described above, the required reactor-detector
proximity in short-baseline measurements almost always requires surface or near-surface operation
with minimal overburden. For this reason, short-baseline detectors currently under development
utilize a variety of design features and detection methods to reduce backgrounds due to the near-
surface cosmic ray flux and the reactor environment. These include the use of overburden from the
reactor building [15, 16], passive shielding [17, 16, 18], varying levels of detector segmentation [17,
15, 19, 20], and use of metal-doped [17, 16, 18, 19, 20, 21] and/or pulse-shape-discriminating
(PSD) [17, 16, 19, 20] scintillator.

6Li-loaded liquid scintillators with PSD capabilities provide a promising avenue for achieving
the detector performance necessary for a precise measurement of the reactor antineutrino spectrum
and a sensitive search for sterile neutrino oscillations. PSD scintillators have a long history of
use in the neutron detection community [22], where cells filled with PSD-capable scintillator are
used to identify the high dE/dx proton recoil signatures of incident fast neutrons, which produce
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a higher proportion of late scintillation light with respect to lower dE/dx electromagnetic energy
depositions. Neutron detectors have traditionally used commercially available liquid PSD-capable
scintillators, such as NE-2131 [23, 24, 25], BC501A [26], EJ-301 [27, 28], or EJ-309 [29, 30],
and cell sizes appropriate to the specific application. For other applications such as time-of-flight
spectroscopy or low-background neutron counting, larger cells have been used to increase statis-
tics [28], detector surface area coverage [24], or neutron detection efficiency [23, 25] at the expense
of some neutron-gamma discrimination power [26, 31]. For neutron detection in the presence of
high gamma backgrounds, cells with liter-size volumes have been utilized to enhance differences
in electromagnetic and hadronic pulse shapes [27, 30]. Doping of PSD scintillators with 6Li allows
identification of neutron capture through the heavy ion products of the 6Li+n→ α + t reaction.
Recent development of lithium-loaded scintillators based on low-toxicity, high-flashpoint organic
scintillators with pulse shape discrimination capabilities [32, 33, 34, 35] is particularly important
for the operation of liquid scintillator detectors in critical environments such as laboratories near or
inside nuclear reactor facilities.

For the detection of reactor ν e at short baselines, the combination of PSD and 6Li-doping
provides significant discrimination power between signal and background. Antineutrino-produced
IBD β+ -neutron pairs produce sequential gamma-like and neutron capture-like energy depositions.
This pattern is clearly distinguishable from the most copious near-surface IBD backgrounds from
cosmogenic fast neutrons, which produce sequential neutron-like signals from proton recoil and
subsequent n-6Li capture, and from accidental coincidence of sequential ambient gamma rays.
This scintillator deployed in a close-packed array of optically isolated cells can provide the large
segmented target volume needed for good IBD event statistics, efficiency, position resolution, and
background rejection, as demonstrated by the Bugey 3 experiment [36], which used an obsolete
lithium-loaded pseudocumene-based liquid scintillator [37].

Achieving the superior energy resolution required for constraining current reactor ν e produc-
tion models will require advances beyond currently demonstrated segmented detectors, including a
low inactive volume, high photon yields and collection efficiencies, and excellent energy response
uniformity. A number of new technological developments can be utilized to meet these require-
ments. Some recently-developed 6Li-doped PSD scintillators have demonstrated excellent optical
photon yields [38]. Highly efficient diffuse and specular reflectors developed for use in the lighting
and solar collection industries have the potential to greatly improve photon collection efficiency.
Finally, segmentation systems utilizing a single thin wall between adjacent segments can greatly
reduce the inactive detector mass fraction from the ∼15% level achieved by Bugey 3 down to the
percent level.

The PROSPECT experiment, an effort to measure the 235U ν e spectrum from the High Flux
Isotope Reactor (HFIR) at the Oak Ridge National Laboratory over a range of short baselines, has
been proposed and designed with these detector requirements and technological developments in
mind. PROSPECT will utilize a rectangular 6Li-loaded liquid organic PSD scintillator target op-
tically segmented into 1.2 meter-long rectangular cells with read-out on two ends by PMTs [17].

1Certain trade names and company products are mentioned in the text or identified in illustrations in order to ade-
quately specify the experimental procedure and equipment used. In no case does such identification imply recommen-
dation or endorsement by the National Institute of Standards and Technology, nor does it imply that the products are
necessarily the best available for the purpose.
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The optical segmentation system will consist of an array of millimeter thick, double-sided reflect-
ing panels held in position by reflective support rods. The segmentation system will mate directly
to an optically transparent mirrored light guide coupled to each PMT, providing a continuous re-
flective surface within each scintillator cell. Time-correlated IBD β+ and n-6Li energy depositions
produce scintillation light, which will be guided with high efficiency to the PMTs via reflections
off the separator system walls and rods. Pulse shape discrimination of PMT waveforms will allow
separation of neutron captures from background electromagnetic interactions and prompt positron
signals from proton recoils due to cosmogenic fast neutrons. Double-ended PMT readout will
provide the further ability to infer event positions along the cell length.

This paper describes tests performed with a 23-liter, 1-meter long test detector using EJ-
309 scintillator. This detector is used as testbed for the study of detector elements used in the
PROSPECT detector. We examine the total magnitude of achievable light collection for varying
configurations using gamma and spontaneous fission sources. We also measure PSD performance
for these varied configurations as well as examining the correlated and uncorrelated aspects of the
PSD and light collection. Variations in performance metrics along the length of the test detector
are also investigated, with the goal of identifying a configuration with minimal variation in these
parameters over the meter-long detector length. The results will guide the final design of the seg-
mented PROSPECT detector and large liquid scintillator detectors for other applications.

Section 2 describes the design and construction of the scintillator cell, its main components,
and achievable variations of the deployed cell geometry. Acquired datasets from the cell and subse-
quent analysis methods and metrics are described in Section 3. Section 4 presents results describing
the light collection and PSD performance metrics examined in this study using a ‘default’ config-
uration described in that section. Section 5 describes datasets taken with alternate test detector
reflector and PMT configurations and attendant observed variations in detector response. Finally,
Section 6 describes cell alterations made based on these studies to produce a more PROSPECT-
like geometric and optical design and describes the improved performance of this configuration.
Implications and key findings are summarized in Section 7.

2. Cell Design and Construction

The test detector, shown in Figure 1, has primarily been produced to study the design parameters
and response of the PROSPECT detector’s cell geometry. The test detector’s design reflects many
of the essential features of the PROSPECT cell design:

1. A long cell aspect ratio.

2. Reflecting walls along the cell length.

3. Matched PMT and cell cross-sections.

4. Optical coupling of cell-end PMTs.

5. Commercial PMT, cable, high voltage (HV), and data-acquisition (DAQ) models.
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The test detector described here differs from current baseline PROSPECT cell design in a
variety of aspects. Items listed below give the differing design feature of PROSPECT versus the
test detector, in that order.

1. Cell length: 1.2 versus 1.0 meters.

2. Cell wall composition: mm-level thickness separators versus cm-thick acrylic cell walls.

3. Wall-PMT mating: direct mating versus gaps in reflective surfaces due to cell flanges.

4. PMT light guide shapes: parabolic versus cylindrical.

5. Scintillator choice: custom Li-doped scintillator versus un-doped EJ-309.

The test detector has also been designed to allow for variation of key cell components to
inform PROSPECT optical cell design choices: the studies described below include variation in
PMT deployments and in reflector types, locations, and coupling methods. The following sections
describe in further detail the test detector’s main components and implemented variations.

119 cm
194 cm

146.05
5.75

  

5.75
146.05 

A

A

Liquid Scintillator

Figure 1: Top: A labelled photograph of the test detector. The picture shows a test detector config-
uration featuring internal reflectors, which are described in further detail in Section 6. Bottom: A
schematic of the baseline PROSPECT design for a single optical cell.

2.1 Acrylic Cell

The main structural component of the test detector is the acrylic cell, which consists of a long rect-
angular 1 cm-thick UV-absorbing (UVA) acrylic barrel with a 2.5 cm thick square flange adhered
to either end. UVA end plates of 2.5 cm thickness are bolted to the flanges with a Viton o-ring
to seal the cell. The flanges provide access to the cell interior, which can be cleaned via an Al-
conox solution and rinsed before filling. This design also allows the insertion of internal reflectors,
described in Section 6. Acetel valves with Viton o-rings are located on each end plate corner for
filling and gas purging. With no interior components installed, the active volume is 15.2 x 15.2 x

– 5 –



100 cm3. The only materials in direct contact with scintillator in this configuration are acrylic and
small amounts of Viton and Acetel.

2.2 Liquid Scintillator

For this work, the test detector’s acrylic cell was filled with EJ-309, a non-toxic, non-flammable,
liquid scintillator from Eljen Technology designed for use in pulse shape discrimination applica-
tions [39]. The manufacturer quotes a light yield of 11,500 photons/MeV and an emission spectrum
dominated by wavelengths above 375-400 nm, the characteristic transmittance cut-off range for
UVA acrylics. Previous work has characterized the light collection and neutron-gamma discrim-
ination abilities of EJ-309 [29, 30]. However, most of these studies have been limited to smaller
(sub-liter or few-liter) volumes. While custom Li-doped EJ-309 scintillator has been developed by
the PROSPECT collaboration [38], un-doped EJ-309 was utilized in this study because its proper-
ties are well-documented in the literature.

The properties of the scintillator were purposefully not altered during all tests described in
this paper. Special care was taken during cell filling to reduce exposure to the ambient laboratory
atmosphere, so as to maintain the high performance and stability. The scintillator was manipulated
during filling inside a glove box filled with high-purity nitrogen gas. Scintillator was delivered to
the pre-purged acrylic cell via a peristaltic pump and teflon tubing. After filling, the cell filling port
was temporarily sealed, and the cell was maintained at constant temperature with variations of less
than 3◦C.

2.3 Reflectors

A significant fraction of visible photons produced by scintillation are transported to the end-
mounted PMTs via reflections along the length of the cell. This propagation is supported by either
total internal reflection (TIR) at detector material boundaries or reflection from highly reflecting
surfaces along the cell length.

To examine these contributions independently, different optical surfaces were applied to the
outside of the acrylic cell. Exterior application has the advantage of allowing rapid testing of
reflector types without disturbing other cell components. However, this comes at the expense
of non-optimal matching of the PMT photo-sensitive diameter (11 cm) and the enclosed optical
cell dimension (17.2 cm). Poor reflectors composed of black cloth were wrapped along the ex-
terior length of the acrylic cell to determine detector properties with only TIR produced at the
acrylic (n≈1.48) - air (n≈1.0) interface on the cell’s outer surface. Highly specular reflectors made
from either 3M SolarMirror 2020 [40] or 3M Enhanced Specular Reflector [41] film were attached
to the cell exterior without any index-matching substance (‘un-coupled’) to determine response
with TIR combined with collection of light at high incident angles. Similar tests were also done
with WhiteOptics White98 diffuse reflectors [42]. In some tests, the specular and diffuse reflec-
tors were optically coupled to the cell exterior utilizing glycerin (n≈1.47), greatly reducing TIR
and allowing investigation of light collection due to the reflective material. To visually verify the
completeness and reproducibility of the couplings, only two of the four deployed reflectors were
glycerine-coupled at any given time. In all cases, a non-trivial amount of TIR also occurs at the
scintillator (n≈1.56) - acrylic (n≈1.48) interface. It is also noted that the cell end flanges are
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not covered in reflective material, leaving two 5 cm gaps in the length of the cell through which
scintillation light can escape.

Based on the investigation of these differing reflective cases with externally-applied reflec-
tors, internal reflectors that sit inside the acrylic cell in contact with the EJ-309 scintillator were
developed and deployed. The composition, design advantages, and performance of these internal
reflectors are described in Section 6.

2.4 PMTs and Endcaps

Light is detected via Hamamatsu R6594 12.7 cm diameter hemispherical-faced PMTs (11 cm pho-
tocathode diameter) coupled to the acrylic endcaps of the cell. Manufacturer specifications indicate
a difference in quantum efficiency of less than 1% between the two PMTs used. Custom UVT
acrylic optical couplers of cylindrical shape with 11.4 cm radius and 5 mm minimum thickness
were produced and coupled to the PMTs utilizing RTV-615 silicone. Optimization of the cou-
pler shape may yield additional light collection efficiency. PMT-coupler assemblies were rigidly
mounted to the cell ends with a custom plate secured to the cell via threaded rods. The PMT-
coupler combination was then coupled to the acrylic cell via RTV. This allowed for the detector
to be handled and moved without disturbing the optical coupling of the PMTs. Both PMTs were
surrounded with mu-metal to shield them from magnetic fields.

2.5 Electronics

High voltage was provided by CAEN V6533 VME-based power supplies. Signals from both PMTs
were sent via 10 m cables to a CAEN 1730 waveform digitizer (16 channel, 14 bit dynamic range,
500 MS/s sampling frequency) and analysis was performed offline using the IPython scientific
programming suite [43, 44]. A CAEN V1720 waveform digitizer (8 channel, 12 bit dynamic range,
250 MS/s sampling frequency) was also utilized to investigate the effect of reduced electronics
performance on PSD. The slower digitizer did not result in significantly reduced PSD performance,
though the reduced dynamic range limited its functionality. For this reason, all data reported here
was produced using the V1730 digitizer triggered internally by either PMT with a threshold of
50 ADC channels, or 25 mV.

3. Data and Analysis

A variety of calibration sources were deployed along the cell exterior to study the detector response.
A 207Bi gamma source was utilized primarily for photoelectron (PE) collection characterizations,
while a 252Cf spontaneous fission source was used for neutron studies. During a data-taking run,
a source was placed at one position along the long (z) cell axis. For some runs, as indicated in
the text, the source is collimated into a fan-shaped beam oriented perpendicular to the long cell
axis by using two lead bricks separated by 5 mm. The 252Cf source is deployed at a distance of
∼50 cm from the side of the cell, while the 207Bi source was placed directly on top of the cell
or, when utilized, the collimating bricks. For 252Cf , a neutron collimator was used to reduce the
fraction of ‘room-return’ neutrons, while a lead shield was used to reduce the total number of
gamma interactions in the cell. In all runs, a 5 cm thick layer of lead was placed around the full
detector to reduce overall trigger rates and impact from background radiation.
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A CAEN SP5601 low-intensity LED pulser was used to provide a high-purity sample of single-
PE calibration data. By fitting these data, ADC-PE conversions were determined for each PMT at
their nominal operating voltages. The digitized signals are then integrated and divided by each
PMT’s single-PE value, yielding the number of PE detected per event. By comparing the number
of PE detected for each longitudinal source position, the light-collection uniformity can be studied.

The time structure of each recorded PMT waveform is analyzed using the ‘tail-fraction’ pulse
shape discrimination metric. Since neutron and gamma interactions have different characteristic
decay-times, the fraction of light collected in the tail of a signal can be used to isolate each event
type [45]. Figure 2 shows pulses generated by averaging signals from neutron and gamma inter-
actions in a 100-milliliter cell of EJ-309 and in the test detector. Though the behavior of the slow
component is similar between the two setups, there is a significant broadening in the fast com-
ponent of the signal, presumably due to dispersion resulting from the larger range of propagation
lengths in the larger geometry. This difference highlights the need to quantify PSD performance in
elongated scintillator cells, and to optimize PSD metric calculations specifically for differing cell
geometries.
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Figure 2: Template pulses derived by averaging signals from neutron and gamma interactions in
a 100-milliliter cell of EJ-309 (left) and the test detector (right). Though the large-volume pulses
have been broadened by geometric effects, significant PSD discrimination capability is retained.
Small features are present in the tails of each template due to slight impedance mismatches between
cables.

As a measure of PSD performance, the figure-of-merit (FOM) is determined by fitting the PSD
distribution with two Gaussians and extracting the means (µ) and full width half maxima (FWHM):

FOM =
µ2−µ1

FWHM1 +FWHM2
. (3.1)

For each experimental setup, optimization of the PSD metric is performed by incrementing through
a series of integration ranges. The integration region that provides the best FOM is selected for use.
The moderately non-Gaussian behavior of PSD distribution tails produces some instability in fit
widths, resulting in a 5% fitting uncertainty in the PSD FOM. We also note that the re-optimization
of PSD FOM produces differing PSD peak values for configurations of widely differing PE yields.
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4. Performance Demonstration with the Default Configuration

We now consider what we have designated the ‘default’ test detector configuration. All other tested
configurations described in the paper differ from this default configuration in only one well-defined
design aspect. This configuration consists of the described acrylic cell and EJ-309 scintillator
accompanied by:

• Double-ended PMT readout with coupled Hamamatsu R6594 PMTs.

• Un-coupled 3M ESR specular reflectors covering the entire exterior of all four cell sides.

• Un-coupled 3M ESR specular reflectors covering the sides of the cylindrical PMT optical
coupler.

• CAEN 1730 waveform digitizer.

4.1 Absolute Light Collection

Figure 3 shows the PE spectra from the left (L) and right (R) Hamamatsu PMTs for the default
configuration produced by a 207Bi external source deployment at the cell midpoint (z = 0 cm).
One can see peak-like features in the integral spectrum arising from electron capture gamma-ray
lines at 0.57 and 1.07 MeV, with roughly equal light collection given by L and R PMTs. PE spectra
obtained by combining the light detected in both L and R PMTs, referred to as L+R, are also shown
in Figure 3 for 207Bi as well as 252Cf source deployments. The peak at roughly 1000 PE in the 252Cf
spectrum is from neutron capture on hydrogen, which produces a 2.2 MeV gamma ray.

The dimensions of the cell are comparable to 1 MeV gamma interaction lengths, so a mixture
of single and multiple Compton scatters contribute to the peak-like features observed for each
gamma line from a calibration source. Therefore, neither a Compton edge nor the full energy
can be used to calibrate the energy scale. The total PE yield of the detector was determined by
comparing the detected energy spectra to smoothed deposited-energy spectra produced using a
simple Geant4 simulation of the scintillator cell. In both data and simulation, the features were
fitted with a Gaussian plus exponential curve to determine the central value, which then define a
PE/MeV value for each gamma-ray line. Having identified the corresponding mean energy of the
features caused by mono-energetic gamma ray lines, we will hereafter refer to such features as
“peaks” for simplicity.

The described fits produce L+R PE peak values of 202.0± 0.2 PE, 459.9± 0.4 PE, and
1016.8± 0.5 PE for the 207Bi 0.52 MeV (0.38 MeV), 207Bi 1.07 MeV (0.85 MeV), and 252Cf
2.2 MeV (2.04 MeV) gamma lines (peak values), corresponding to light collection of 531, 541,
and 508 PE/MeV, respectively. Dominant uncertainties in PE yield comparisons between source
locations arise from instabilities and variations in fit values depending on the applied fitting range,
which was of order 2%. Statistical uncertainties are of order 0.1%. Non-source triggers from ambi-
ent backgrounds provided <5% of the trigger rate, and had a negligible effect on the light collection
measurements.
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Figure 3: Top: Calibrated PE spectra of left and right Hamamatsu PMTs (left) and summed PE
(right plot) in the default cell configuration in response to center-deployed 207Bi . Bottom Left:
Summed PE spectrum from a center-deployed 252Cf source. Bottom Right: Distribution of the
PE/MeV values obtained by fitting the three gamma lines. Reasonable agreement between these
values is visible within the fitting uncertainties described in the text.

4.2 Z-Dependence of Light Collection

We have also characterized the variation in collection efficiency for particle interactions at various
points along the cell length. The PE spectra for the R PMT in the default configuration with a
207Bi source deployed in 20 cm increments along the cell are shown in the top of Figure 4. The
positions along the cell are oriented such that the L PMT is located closest to -40 cm, with R PMT
closest to 40 cm. For the off-center positions, one can see a clear shift in peak positions for the L
PMTs resulting from shorter path-length and higher direct-light solid angle in the closer PMT. A
similar pattern is observed in the R PMT. For the L+R PE sum, one obtains the charge distributions
pictured in the right of Figure 4 for the same source deployment locations, which exhibit a high
degree of uniformity. Though the scintillator manufacturer only quotes the attenuation length as
>1 m, the observed uniformity points to a significantly longer attenuation length.

Light collection values were determined for each source deployment location and for each
PMT separately and combined, using the fit method described above. For the L+R combination,
the peak positions vary by less than 2% from cell center to end, in contrast to the 40% variation for
individual PMTs.
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Figure 4: PE spectra for PMT L (left) and PMT L+R (right) in response to 207Bi source deploy-
ments at a range of z-scan locations. Excellent uniformity in light collection along the cell is
maintained in an elongated EJ-309 cell when information from PMTs at both cell ends are utilized.

4.3 Position Reconstruction

By utilizing either relative timing or charge division between PMTs, two independent estimators
of interaction position in the test detector can be produced. This ability can be used to increase a
detector’s rejection power of various classes of backgrounds. It also allows the correction of any
residual light collection non-uniformities that are a function of longitudinal position.

Due to the extended geometry of the cell and the high sampling frequency of the digitizer, the
location of an interaction can be reconstructed using the difference in photon arrival times in the
two PMTs. The arrival time was determined by interpolating the time at which the PMT waveform
arrives at its half-height. Timing offsets due to variations in cable length and PMT transit times
are removed using the cell-midpoint (z = 0 cm) 207Bi deployment, which should exhibit identical
cell-end arrival times. The mean and width of the distribution of arrival times are extracted by
fitting a Gaussian to 207Bi calibration events with energies between 0.5 and 1 MeV at individual
z-deployments. To determine the position resolution, a collimated 207Bi source was deployed at the
cell center.2 A fitted Gaussian width of σ = 0.6 ns was obtained, equivalent to a resolution of 5 cm.
Figure 5 shows the arrival time distributions from each source position, including the collimated
source. The relationship between PMT timing offsets and deployed z-location for each run are also
shown. A linear relationship between these two quantities is clearly visible in the data.

In addition to this timing reconstruction, a direct relationship also exists between PMT in-
tegrated charge and distance from PMT to particle interaction location. For double-ended PMT
readout, this relationship can be exploited by constructing the following metric utilizing informa-
tion from both PMTs [46, 28]:

Z(q) = log
qPMT 1

qPMT 2
. (4.1)

This metric depends on the PE statistics of the two PMT signals, and so depends on the total light
collection efficiency and the chosen energy range.

For each source-deployment position, the width of the distribution is found to be σ = 0.065,
equivalent to 16 cm position resolution in the meter-long cell. For collimated data, this resolution

2The collimated source was difficult to reposition, so only the center position was measured.
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Figure 5: Left: The time difference (in nanoseconds) between the two PMT signals for all triggers
between 0.5 and 1.0 MeV at various uncollimated 207Bi z-deployment positions, as well as one at
0 cm using a lead collimator. Right: The fitted Gaussian average and 1-σ widths from each un-
collimated source deployment. The shaded band on the z = 0 cm point demonstrates the improved
width obtained when collimating the source.

is improved to 14.5 cm. The lower resolution for this method is due to the relatively efficient light
propagation achieved in the cell, which reduces the contrast between the L and R integrals as a
function of position.

4.4 Pulse Shape Discrimination Performance

As described in Section 3, gamma- and neutron-like energy depositions in the cell can be distin-
guished by determining the fractional contribution of a waveform’s long-time tail. For all external-
reflector configurations, an integration window from 10 ns before to 400 ns after the half-height of
the waveform’s leading edge was utilized, with the tail defined as all charge 28 ns after the leading
edge half-height. Figure 6 shows the summed PMT energy versus PMT-averaged PSD value for the
default configuration in response to a cell-midpoint (z = 0 cm) 252Cf deployment. Two bands are
clearly visible, with the lower band the result of electromagnetic interactions, and the upper band
the result of interactions of heavy charged particles. Peak and FWHM values used in calculating
figures of merit were obtained by fitting two Gaussians to the PSD distributions in Figure 6 for
specific energy ranges, as described in Section 3. Statistical uncertainties on these FOM values are
negligible, while fitting systematics from non-Gaussian tails produce ∼5% variations in reported
FOM from run to run. As an example, from 1-3 MeV, an energy region associated with reactor
antineutrino inverse beta decay positrons, the PSD FOM for the default configuration is 1.37.

Using the position reconstruction discussed in Sec. 4.2, it is possible to isolate the interaction
locations of neutron events from a uniformly illuminating 252Cf source. The PSD FOM value from
each PMT can then be calculated as a function of interaction position, as pictured in Figure 6. The
PMT-averaged PSD FOM is clearly superior to either individual PMT. In addition, the FOM varies
with position for individual PMTs, while the averaged FOM is uniform over the cell’s length.
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Figure 6: Left: PSD versus energy distribution from the summed L and R PMT signals in response
to center-deployed 252Cf source deployment. PSD FOM values characterizing the level of neutron-
gamma separation can be calculated for individual vertical energy slices of this distribution. Right:
Position variation in PSD FOM for the individual PMTs and their summed combination.

5. Tests of Varied Cell Configurations

To study the detector’s performance in different configurations, three cell characteristics were var-
ied: reflector type (specular or diffuse), un-coupled versus coupled reflectors, and single- verses
double-ended PMT readout. These variations allowed for identification of an optimal reflector
and PMT configuration option, discussed in Section 6, when producing a cell configuration more
closely matching the design parameters of a PROSPECT scintillator cell.

5.1 Reflector Type

The total light collection efficiency and uniformity were measured for the various reflector types
described in Section 2 using a 207Bi source placed at multiple positions along the cell. With no
external reflectors, total light collection is reduced by 33% compared to the default configuration,
indicating that a majority of the collected light propagates via total internal reflection. When an
air gap is maintained between an external reflector and the cell (‘uncoupled’), light collection
efficiencies remain within 3% of the default configuration for both specular and diffuse reflectors.
This is in large part due to the large fraction of light that is propagates via TIR alone. As shown in
Figure 7, PE yield uniformity along the cell for both of these data sets is also maintained.

The diffuse reflector panels have degraded PSD performance compared to the specular reflec-
tors, even at the same light collection efficiency. For events with energies between 1.0 and 3.0 MeV,
the FOM is reduced from 1.37 in the default configuration to 1.16 when diffuse reflectors are used.
These tests demonstrate that for elongated cells, specular reflectors provide superior PSD compared
to diffuse panels, even when the light collection is comparable. This is likely due to the increased
randomization of photon trajectories during travel in the cell and the subsequent effective broaden-
ing and lengthening of the photon arrival time distribution. This effect is visible in Figure 7, which
shows noticeably larger mean late light fractions for both gamma- and neutron-like depositions.
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Figure 7: Left: PSD distributions for uncoupled specular and diffuse reflector panels for events
with energies between 1.0 and 3.0 MeV. The diffuse panels produce broader neutron and gamma
bands, degrading the overall PSD performance; this trend is exacerbated when TIR is reduced via
reflector coupling. Right: Light collection from the 207Bi 0.85 MeV peak versus source position
for coupled and un-coupled reflector panels (details in text).

5.2 Coupled Versus Un-coupled Reflectors

To study the impact of total internal reflection on the optical performance of the test detector,
reflector panels were coupled with glycerin to two of the exterior surfaces on the opposite side of
the cell. By removing TIR from two sides, a significant amount of light is no longer propagated
via total internal reflection, and must instead rely on the character of the chosen reflector. PE yield
results of 207Bi z-scans for un-coupled and two-glycerin-coupled data sets are shown in Figure 7.
The coupling of the reflector panels leads to a 14% decrease in the total light collection, even for
the high reflectivity specular ESR panels. However, while the glycerin-coupled specular reflector
tests demonstrate uniformity in light collection along the cell within the 2% relative uncertainty,
the coupled diffuse reflector data show a large non-uniformity of 15%. While non-uniformity in
light collection may be compensated for using double-ended readout, there is also a degradation
in PSD performance, with 1.0-3.0 MeV FOM values of 1.27 and 0.97 for specular and diffuse
reflectors, respectively. Coupling of all four reflectors is likely to further reduce overall light yield
and increase non-uniformity for the specular and diffuse reflector cases, respectively.

The importance of total internal reflection from interfaces between reflector and scintillator
is thus clearly indicated by the data. The air gaps of the un-coupled reflector cases provide the
highest light collection and the best uniformity while PSD performance is optimized with air-
coupled specular reflectors. We also note that, apart from air gaps, total internal reflection is also
likely to be introduced by coating chosen reflector materials with materials exhibiting low refractive
indices, a feature that will be further discussed in Section 6.

5.3 Single- vs Double-ended Readout

Explicit tests were also done with single-ended readout of the otherwise default test detector con-
figuration to determine its suitability for elongated scintillator cell design. One PMT was removed
from the default configuration and replaced with a single sheet of air-coupled Solar Mirror 2020
specular reflector. As shown in Figure 8, maximum PE yield for this configuration was 35% lower
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than the default configuration for a 207Bi center source deployment, with a total PE yield non-
uniformity of 26%. This configuration thus provides both worse absolute collection efficiency and
energy resolution than the default configuration, while also providing no method for position re-
construction or non-uniformity correction along the cell. Figure 8 shows that PSD performance is
also degraded when operating the detector in single-ended readout.
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Figure 8: Left: The light collection efficiency for single- and double-ended readout of the test
detector when exposed to a 207Bi source at multiple positions along the cell. Right: A comparison
of the [1.0-3.0] MeV PSD performance from a centered 252Cf source in single- and double-ended
readout. We note that the PSD peaks in these curves are slightly shifted with respect to the PSD
distributions shown in Figure 7 due to replacement of an electronics cable and subsequent re-
optimizing of PSD FOM. This change had no net effect on PSD FOM for the default configuration.

5.4 Summary of Variations

Figure 9 shows the spread of PSD FOMs versus light collection (PE/MeV) for each setup discussed
in this work. While there is some correlation between light collection and PSD performance, it is
clearly necessary to optimize both parameters for a given geometry. Given the appropriate opti-
mization, elongated scintillator cell geometries are capable of delivering excellent energy resolution
and background rejection capabilities.

6. Optimized Test Cell Configuration and Results

Having determined the performance of relevant configurations for the test detector with easily-
adjustable external reflectors, we now turn to the design and characterization of an optimized
configuration that more closely mirrors the intended PROSPECT cell design. In particular, by
deploying cell-internal reflectors, the test detector can more faithfully represent the actual optical
and mechanical characteristics of the baseline PROSPECT cells in several key aspects:

• Internal reflectors imply a direct interface between reflector and scintillator. The PROSPECT
energy resolution physics requirement demands a low inactive mass fraction and close-
packed cells, necessitating direct contact of reflector panel and scintillator.

• The test detector only reproduces the baseline PROSPECT optical cell cross-section when
internal reflectors are installed. The presence of the 1 cm thick acrylic cell walls inside the
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Figure 9: Distribution of the PSD performance versus light collection for events between 1.0 and
3.0 MeV in response to a center 252Cf source deployment for various setups described in this
section. The legend describes the different configuration options for each point. Error bars for PSD
FOM and PE yield are defined as given in the text. The spread in both quantities highlights the
importance of carefully optimizing cell design to both light collection and PSD.

exterior reflectors inflates the effective optical cell dimension to 17.2 cm, producing a large
amount of light loss due to the PMT-cell cross-section mis-matching. Internal reflectors
reduce this light loss while yielding a ∼14.5 cm cell cross-section, chosen to match the total
12.5 cm PMT diameter plus 2 additional cm needed for the structural support of the PMTs
and target segmentation system.

• Internal reflectors can extend beneath the 2.5 cm flange on each cell end, unlike external
reflectors, reducing light loss from these un-covered regions, which are not present in the
baseline PROSPECT cell.

The studies in the previous section clearly indicate that PSD, PE collection, and uniformity
are optimized by utilizing specular reflectors and by exploiting TIR to the greatest extent possible.
For these reasons, we chose to produce internal reflectors utilizing ESR specular reflector with a
chemically inert, and scintillator compatible, FEP Teflon cover. Additionally, FEP has an index of
refraction (n≈1.32) significantly different from the scintillator (n≈1.56), maximizing TIR in the
absence of an air gap.

Four internal reflector panels were produced by laminating ESR specular reflector to one
side of four 3 mm thick acrylic panels with 45 deg-bevelled long edges whose length and width
matched that of the full cell interior. Oversized FEP sheets of 51 micron thickness were then
laminated around each panel and heat-bonded around the panel edges, producing a leak-tight FEP
casing around the central panel and ESR. With the cell emptied and end flanges removed, the four
individually-encased panels were then held together to produce a tube of square cross-section that
was then slid with minimal clearance into the cell. Panels were installed such that excess FEP
bond edging was tucked behind adjacent panels. Thinner UVT endplates of 1.2 cm thickness were
then attached to further reduce the total non-reflective length between the cell and each PMT. The
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detector was then re-filled, with PMTs and electronics identical to previous configurations.
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Figure 10: Left: Summed PE spectrum from both PMTs in the ‘internal reflector’ configuration
in response to a cell-center 207Bi deployment. Right: PSD parameter versus summed PE for the
internal reflector configuration in response to a cell-center 252Cf -deployment.

The performance of the ‘internal reflector’ configuration was then characterized using the 207Bi
and 252Cf sources. The summed PE spectrum of the 207Bi source deployed at cell center can be seen
in Figure 10. Total averaged PE yield as determined by the same three 207Bi and 252Cf spectrum
peaks is 841 ± 17 PE/MeV, 58% higher than that of the ‘default’ external reflector configuration.
Z-scans with 207Bi once again show PE yields consistent along the cell to within the 2% systematic
uncertainty. PMT-summed PE and averaged PSD values for the center-deployed 252Cf source, also
shown in Figure 10, exhibit very clearly defined gamma and neutron bands. PMT-averaged PSD
FOM for 252Cf -produced triggers in the 1.0-3.0 MeV region improves from a maximum of 1.37
for any external reflector configuration to 1.73 for the internal reflector configuration.

To demonstrate the background rejection ability of this test detector configuration, it was oper-
ated for one hour in the ambient background environment. The PSD distribution for ambient events
in the [0.5-0.7] MeV energy band is shown in Figure 11, where clear separation between light and
heavy charged particle bands is observed. Using the fitted two Gaussian curve, and assuming true
Gaussian tails, a cut in PSD parameter below 0.18 will reduce the gamma-ray contribution by more
than four orders of magnitude while preserving more than 99.9% of heavy charged particle events.

7. Conclusions and Outlook

The optical response of a meter-long liquid scintillator cell filled with 23 liters of EJ-309 scintillator
has been characterized utilizing gamma and spontaneous fission calibration sources. The results are
useful for benchmarking the expected response of individual scintillator cells in the PROSPECT
antineutrino detector, while also providing more general guidance to the construction of elongated
liquid scintillator detectors.

For the elongated cell geometry and reflector configuration most closely resembling the base-
line PROSPECT cell design, a light collection efficiency of 841±17 PE/MeV is obtained. Excel-
lent pulse shape discrimination is achieved in this geometry, demonstrating that a large volume
detector can provide the particle identification capabilities required for near-reactor on-surface an-
tineutrino detectors. PSD in the best-performing configuration has been demonstrated to yield over

– 17 –



0.05 0.10 0.15 0.20 0.25 0.30 0.35

PSD parameter

100

101

102

103

104

105

C
o
u
n
ts

gamma

neutron

data

Figure 11: PSD distribution of ambient background events in the [0.5-0.7] MeV energy range re-
lated to lithium neutron capture in organic liquid scintillator. Excellent separation between neutron
and gamma events is preserved, despite the low number of neutron events.

four orders of magnitude rejection of electromagnetic interactions in the low-energy region of [0.5-
0.7] MeV where PROSPECT will detect neutron captures on 6Li. A comparable rejection power
is observed in the inverse beta decay positron energy region. Both pulse shape discrimination and
light collection have been shown to be highly uniform along this cell configuration. Timing-based
and charge-based position reconstruction in such a double-ended-readout cell has been demon-
strated to localize events within 5 cm along the cell. These features are of significant value in
producing a high-resolution, low-background short-baseline reactor antineutrino measurement.

We have also produced systematic studies in three key areas of design crucial for elongated
scintillator cells. First, specular reflectors have been shown to be superior to diffuse reflectors in
PSD performance, even when producing comparable PE yields. In addition, when diffuse reflection
is the dominant propagation method, light collection non-uniformities are significantly increased.
Of equal importance, our studies show that un-coupled diffuse or specular reflectors preserving
total internal reflections along the cell provide higher light collection and better PSD performance
than coupled reflectors. In the case of the tests described here, air coupling between reflector and
scintillator could be achieved easily by placing reflector panels on the exterior of the cell. For
close-packed arrays of elongated scintillator cells, such as would be deployed in a high-resolution
reactor antineutrino detector, low-index reflector coverings provide a very effective replacement
for such an air gap, as demonstrated with the test detector internal reflector configurations. Fi-
nally, double-ended readout has been shown to yield enhanced pulse shape performance and light
collection efficiency and uniformity. These response gains are in addition to the valuable position
reconstruction benefits that come from a two-PMT configuration.
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